135408, 06

Mr. John Grantham
State of Washington
Department of Ecology

Date:
Nuclear & Mixed Waste Program
P. O. Box 47600 Reference:
Olympia, WA 98504-7600
Transmittal No.:
Dear Mr. Grantham:

TRANSMITTAL

We enclosed_ 2 copy of the items listed below.

[] Approval [] Reference

Response due to Fluor:
Responds to:

{) Review and Comment

(040912

Hanford Waste Vitrification Plant
DOE Contract DE-ACO6-86RL10838
Fluor Contract 8457

FLUOR DANIEL, INC.

June 20, 1994

WDOE-945

These are issued per US-DOE request.

[X] DCN-RFC

N/A
A160 PACKAGE

NUMBER REV DATE TITLE H
DCN - 0184 4} 6/15/94 DCN TITLE:
REVISION OF ACCEPTABLE VIBRATION OF LIMITS
OF PUMPS
"RELEASED FOR CONSTRUCTION"
Reference: FRP-1455, FUP--873
Distribution:

R. L. Long - DOE-RL, w/0

TWP/RME Corresp Cntrl Cntr MSIN A5-10
(R160 PACKAGE), w/0

P. Felise - WHC-RL (MSIN G6-06), w/1

Enyixwl -Bata Management Center

HSTROREMS ) , S
D. Duncan - US EPA, Region X, w/g/gQQZ!zg;%\
M. D. Talbot, WHC - w/O Ag,'\J A

)

RSP:DLG:nre

Very truly yours,

Nez - &=sh vaglm.' ?of/

R.S. Poulter
Project Director




DCN - 0184 REV O PAGE 1 OF 5

US DEPARTMENT OF ENERGY DCN TITLE DATE INITIATED
HANFORD WASTE VITRIFICATION PLANT Revision of acceptable vibration
limits of pumps. 25 Aprit 1994
DESIGN CHANGE NOTICE PACKAGE NO.
A160
'CAUSE OF
This DCN revises the acceptable vibration limits of the following pumps;  CHANGE:
PX-500-002A/B Firewater Pumps [ Field Change Raguest
PX-500-004 Jockey Pump (] supplier Disposition
PX-530-013A/B Effluent Discharge Sump Pumps [ Deficiency Report
PX-530-015 Effiuent Discharge Sump Pump [ Design Development
PX-500-016 Efffluent Discharge Sump Pump L] change Request
L1 TBD/Hold
This change is made per WHC direction. Other Title Ii
Review
FOR LIST OF AFFECTED DOCUMENTS, SEE SECTIONS 6 AND 7. WHC regpest
RFF-1649
{WHC 9452439)
Initiating Document(s)

IF "YES', ADDITIONAL REVIEWER COMMENTS
REVIEW REQUIRED BY: AND SIGNATURE/DATE

WAPA DWG/SPEC? DYNno DO YES
QUALITY LEVEL | DWG/SPEC? ENO DOYES
SAFETY CLASS 1 OR 2 DWG/SPEC? BANO [ YES
SYSTEMS ANALYSES AFFECTED? HEINO [ VYES
MULTHDISCIPLINE CHANGE? R NQ DOYES

DCN Evaluated by:

Originator

PE STAMP REQUIRED? [ no YES

Z 2z
UCAT j (o-16 gje
e £ E Yy,

s “Date

COMMENTS:

FORM REV. 09/23/92
PABASTADCNS\ 04/26/94 8:33am



US DEPARTMENT OF ENERGY

REV | DISCIPLINE

Mech

PKG. NO. PAGE

2

DCN - 0184 0 A160

HANFORD WASTE VITRIFICATION PLANT

PREPARED BY: D. G. LaBounty Date: 25 April 1994

DESIGN CHANGE NOTICE

pate: 25 April 1994

DOCUMENT  SHT/ REV

DISCIPLINE ENGINEER: D. G. LaBounty

NUMBER PAGE NO DOCUMENT NAME Isl?\lm DESCRIPTION OF CHANGE
B-5915£;g1 60- 7 1 Sump Pumps Yes Revised acceptable vibratioh limits.
B-nggg;? 60- 9 1 Fire Water System Pumps Yes Revised acceptable vibration limits.
B-sgfég-/rso- 7 1 Fire Water Unit Heater Pump  Yes Revised acceptable vibration limits.

4

This saction references affected

DOCUMENT NAME

DESCRIPTION OF CHANGE

DOCUMENT SHT/ REV
NUMBER PAGE NO
N/A

FORM REV. 09/23/93
P\B45SADCNSY  04/26/94 B:3Bam



2.2.4 Vibration

the table following, and replace with:

sleeve bearing shall be 3 mils maximum."

Delete the second sentence beginning with "Peak-to-peak limits measured ..." including

"The acceptabie peak-to-peak vibration limits measured on the bearing housing for
anti-friction bearings shall be in accordance with the Hydraulic Institute standards.

For sleeve bearings, the acceptable limits of vibration measured on the shaft at the

§ FLUOR DANIEL U.S. DEFARTMENT OF ENERGY
HANFORD WASTE VITRIFICATION PLANT

DESIGN CHANGE NOTICE

DESCHIPTION OF CHANGE

Revision of acceptable vibration limits for pumps.

BASE Doc. No. B-595-C-A160-
15145

SHT/PG. 7 Rev. 1

oiscirunNe: Mechanical

FORM REV. 09/23/93
P:\BAST\DCNS\1 04/26/94 8:42am

rrepareD BY: . G. LaBounty pATE: 25Apro4 REV | PAGE
piscipLINE ENaINEER: D. G. LaBounty pate: 25Apr94 | DCN - 0184 0 3




2.2.5 Vibration

Delete the third sentence beginning with "Peak-to-peak limits ..." including the table

following, and replace with:

"The acceptable peak-to-peak vibration limits measured on the bearing housing for
anti-friction bearings shall be in accordance with Hydraulic Institute standards."

§ FLUOR DANIEL U.S. DEPARTMENT OF ENERGY
HANFORD WASTE VITRIFICATION PLANT

DESIGN CHANGE NOTICE

DESCHIPTION OF CHANGE

Revision of acceptable vibration limits for pumps.

BASE Doc. No. B-595-C-A160-
15540
sHT/PG. 9 rev. 1

pisciruine: Mechanical

preparep By: D. G. LaBounty DATE: 25Apre4

oiscIPLINE EnGINEER: D. G. LaBounty pATE: 25Apro4

REV PAGE

DCN - 0184

FORM REV. 09/23/93
PABAST\DCNS\1 04/26/94 8:43am




2.2.5 Vibration ERT RIS

Delete the third sentence beginning with "Peak-to-peak limits ..." including the table

following, and replace with:

“The acceptable peak-to-peak vibration limits measured on the bearing housing for
anti-friction bearings shall be in accordance with the Hydraulic Institute standards.”

§ FLUOR DANIEL U.S. DEPARTMENT OF ENERGY
HANFORD WASTE VITRIFICATION PLANT

DESIGN CHANGE NOTICE

DESCRIPTION OF CHANGE

Revision of acceptable vibration limits for pumps.

BASE Doc. No. B-B95-C-A160-

15541
SHT/PG. 7 :

Rev. 1

oiscirLNE: Mechanical

preraren By D. G. LaBounty paTe: 25Apro4
pisciPLNE ENgINEER: D. G. LaBounty pate: 25Apro4

FORM REV. 09/23/83
PAB4STADCNS\1 04/26/94 8:45am

REV

DCN - 0184
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